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Admin Password: I*“"’* (Admin user password to configure this IP phone)
End User Password: I*** (end user password to configure this IP phone)
IP Address: & dynamically assigned via DHCP (default) or PPPoE
(will attempt PPPoE if DHCP fails and following is non-blank)
PPPoE account 1D: I
PPPoE password: I
Use this DNS server (if specified): ,tl_ |o_ lt)_ l()—
¢ statically configured as:
IP Address: ,H l_ l_ l_
Subnet Mask: ,u_ l— l_ l—
Default Router: ,I:!_ l— l_ l—
DNS Server 1: ’u— I— I— I—
DNS Server 2: ,u_. l_. l_. l_
SIP Server: Isip.ﬁeshtel.net (e.g., sip.mycompany.com, or IP address)
Outbound Proxy: | (e.g., proxy.myprovider.com, or IP address, if any)
SIP User ID: [30001234 (the user part of an SIP address)
Authenticate [D: |8t1001234 (can be identical to or different from SIP User ID)

Authenticate Password: i’“’"
Name: |[John Smith (optional, e.g., John Doe)
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Advanced Options:
Preferred Vocoder:
(in listed order)

G723 rate:

iLBC frame size:

iLBC payload type:
Silence Suppression:
Voice Frames per TX:
Layer 3 QoS:

Layer 2 QoS:

Use DNS SRV:

User ID is phone number:
SIP Registration:
Unregister On Reboot:
Register Expiration:
Early Dial:

Dial Pian Prefix:

No Key Entry Timeout:
Use # as Dial Key:

[current setiing is "G729" =]

[ current setiing is "iLBC" -]

[current setting is "PCMU" +|

current setting is "G726-32" j

choice 6: m

choice 7: ,W

& 6.3kbps encoding rate © 5.3kbps encoding rate

© 20ms & 30ms

[p9  (between 96 and 127, default is 98)

“ No " Yes

,2— (up to 10/20/32/64 for GT11/G726/G723/other codecs respectively)
l48— (Diff-Serv or Precedence value)

802.1Q/VLANTagfo  8O2lpprioity valuep  (0-7)
“ No  Yes

< No * Yes

“Yes ( No

“Yes & No

,60— (in minutes. default | hour, max 45 days)

#No ¢ Yes (use "Yes" only if proxy supports 484 response)
,— (this prefix string is added to each dialed number)
l4— (in seconds, default is 4 seconds)

¢« No # Yes (if set to Yes, "#" will function as the "(Re-)Dial" key)

choice 1:
choice 2:
choice 3:

choice 4:

choice 5:
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Ujfhook Auto-Lial:
Enable Call Features:
Disable Call-Waiting:

Send DTMF:

DTMF Payload Type:
Send Flash Event:
FXS Impedance:
NTP Server:

Time Zone:
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] (USer 1L/eXIens1on [o aial auromarically wnen orrnook)
®No ¢ Yes (if Yes, Call Forwarding & Do-Not-Disturb are supported locally)
# No “ Yes
in-audio ¢ via RTP (RFC2833) ¢ via SIP INFO
101
“No ¢ Yes (Flash will be sent as a DTMF event if set to Yes)

IAustraIialNew Zealand #1 (220 Ohm + 820 Ohm||120nF)
(URI or [P address)
IGMT+10:00 (Brisbane, Sydney, Melboume, Canberra, Guam, Hobart)

K

}Iime.nisl.guv

-

Daylight Savings Time: & No  © Yes (if set to Yes, display time will be | hour ahead of normal time)
Send Anonymous: ¢ No ¢ Yes (caller ID will be blocked if set to Yes)
Lock keypad update: ¢ No ¢ Yes (configuration update via keypad is disabled if set to Yes)
;Updalg? I ‘ Cancel [ ,‘, Reboot [
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